The Best Way to Use Gun Screens

Using 80 mesh screens to spray foam or coatings is a huge mistake that you will pay for

in many ways!
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There is a very important difference between a super fine 80 mesh with a 0.007” hole

and a 40 mesh with a 0.0165” hole. The above image should give you a better

perspective.

Many are not using screens but are paying for it in
downtime later having to clean and repair the gun.
And every time a screen splits it contaminates the
whole gun. Very poor design.

So, the best answer to this problem is to take the
screens out of the guns as they cause flow
restriction and contamination to the whole gun.

But for maintenance’s sake and saving downtime

Plugged screens blocking flow

we recommend that you use Mini Y Strainers with

ultra flexible high pressure and also insulated hoses to help control the temperature that
you want to spray at. This insulation also helps to protect the hoses from getting too hot
in the summer! Take all screens out of the guns but still use 40 mesh screens to
protect the gun with these mini-Y strainer setups. They give you less strain on the arm,




more controlled movement of the gun. Just once a day purge your mini-Y strainer at the
manual valves. You won’t have to take your gun apart for a month or so.

ST1 with whips & Y-Strainers Y-Strainers on manifold w Gauges

These Mini Y Strainers and super flexible whip will save you many hours of
maintenance and more than pay for themselves many times over.

Extra-long insulation to cover the complete fittings.
Super Flexible whips That can be any length.
Miniature pressure gauges available.

This is the only and Best Fix for any Plural component set up!
This setup will work with any gun!

The whip hoses are 3/16” id. 5000 psi. with modified fittings for rodding.

Super Simple for maintenance and saves you a lot of maintenance issues and time!
Special modified Hose Fittings

Many options for these setups.

Insulated hoses & Y Strainer kit Modified Hose fittings for Roding
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Y Strainer w 40 mesh screen

Misc. Ball Valves , 40 mesh Y
strainers, Manifold block and
Mini gauges.




D-gun Insulation 40 mesh screens




ST1 gun, Insulated 40 mesh Screens

Rackgun insulated hoses, 40 mesh screens w gauges




